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T8 LEDQUICK-KIT

PRODUCT DESCRIPTION

ballast compatibility or existing socket issues. Our 0-10V DC dimmable LED driver and driver-less LED tubes provide an 

Ordering Information Example: T815D30EX G-FW12

* Special Order- Ask Customer Service for Details

15-15W/Tube

18-18W/Tube

30 - 3000K

- 3500K

- 4000K

- 5000K

Voltage
Power
Color Temperature
Power Factor
Lumen Output
LPW
CRI
Beam Angle
Harmonic Distortion
Base Type
Life Time
Operating Temperature
Operation Environment
Dimension(L-W-H)
Weig (lbs)
Standard
Target replacement lamps

120-277VAC
W (15W per piece tube) 

3000K/3500K/4000K/5000K
0.95

0lm
110

Ra>80
120°
<20%

G13 Bi-Pin
50000H

-4°F~113°F
Indoor

Φ1” *47.76
. lb

UL/FCC/RoHS

120-277VAC
W (18W per piece tube) 

3000K/3500K/4000K/5000K
0.95

00lm
122

Ra>80
120°
<20%

G13 Bi-Pin
50000H

-4°F~113°F
Indoor

Φ1” * 47.76”
lb

UL/FCC/RoHS

SPECIFICATION

D
raft V1.0

Cap

G-G13

Dimmable

D-0-10V 
dimmable

Add: 1501 Industrial Way N, Toms River, NJ 08755 Phone: 866-222-8866
Web: www.AboveAllLighting.com (C)2016 ABOVE ALL Lighting, Inc. All rights reserved




